
COMPOSITION:

THICKNESS:

STANDARD SIZES:

WEIGHT (NOMINAL):

ADVANTAGES:

APPLICATIONS:

COLOURS:

FIXING OPTIONS:

ACOUSTIC PERFORMANCE:

FIRE RATING:

For more than 10 years, EQ Acoustics have provided 

acoustic solutions for building interiors. As specialists in 

the fields of noise control and room acoustics, our 

product portfolio has evolved to fulfil key requirements in 

construction and refurbishment projects.

Our products are 

supplied throughout the 

UK and Europe. Support 

for specifiers includes 

technical advice, relevant 

data sheets and product 

samples where required.

25mm

25mm

25mm

50mm

50mm

50mm

100mm

0.07

0.11

0.18

0.32

0.35

0.41

0.89

0.31

0.42

0.55

0.90

1.04

1.02

1.11

0.76

1.01

1.13

1.15

1.21

1.15

1.20

1.02

1.12

1.10

1.10

1.15

1.10

1.27

1.09

1.09

1.05

1.09

1.10

1.03

1.27

1.10

1.08

1.02

1.10

0.98

1.00

1.25

0.80

0.90

0.95

1.05

1.15

1.11

1.17

C

C

B

A

A

A

A

Flush mounted

25mm air gap

50mm air gap

Flush mounted

25mm air gap

50mm air gap

Flush mounted

Panel
Thickness 125Hz 250Hz 500Hz 2KHz 4KHz NRC Absorber 

Class
Mounting 
Method*

A range of fabric faced wall and ceiling panels designed to

absorb sound and reduce reverberation noise.

SPECTRUM ACOUSTIC PANELS
FOR WALLS AND CEILINGS

MAINTENANCE:

INSTALLATION SERVICE:

 Tel +44 (0) 1264 810108


